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FOREWOQORD

This Maintenance and Use - Instructiéns fer
Setting-up Manual, complete with Spare Parts
Catalogue, was realized to make the Purchaser
aware of the amusement ride and to tet him
trace in a rational and simpie way, all infarma-
tion necessary to a good operation and eventual
spare parts need.

Pricr to starting any setting-up, use or mainie-
nance operations. it is recommended {0 read
carefuliy the content of this manuai. sa thal all
necessary aoperations are performed in lhe best
way.

INSTRUCTIONS FOR SETTING-UP
Gil the ,qins before inserting them when you set
up thg ride - this wiil make it easier to assemble
and will reduce the noise during operation.

SETTING-UP OPERATION

Top bowl
1) Sel up top bowl.

NOTE: Mal_(e sure electrical connection has been made.
Clamp outside clasing band.

INTRODUZIONE

Il presente manuale d'Istruzione per |'Assem-
blaggic - Usc & Manutenzione completa del
«Catalogo Ricambi» & stato realizzato aifinché
I'acquirente possa conoscare a fondo la giostra
e possa, in modo semplice e razionale. rintrac-
¢iare le informazioni necessarie per un buan
funzianamento e per ['eventuale necessita di
ricambu

Priqa dismigiare qualsiasi operazione di assem-
blaggi® - uso o manutenzicne. Vi consigiiamo
di leggerediéntamente il contenuto della pre-
sente pubblicazigne. in modo da esequire ls
operazioni ne€esSarie nel modo piu corretlo ed
razignale.

ISTRUZIONI PER L’ASSEMBLAGGIO

Per facilitare I'operazione di mentaggio defla
giostra consigliame di lubrificare tutle le spine
prima di inseririe nell 'appropriata sede.

OPERAZIONI DI ASSEMBLAGGIO

Boccia
1) Monlare la parte superiore della beccia.

NOTA: Prima di lissare la parie superiore con quella infe-
riore mediante I'apposita chiusura, ricordarsi di esequire
il collegamento elettrica,
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Arm (Fig. 1)

1) Slip off the cylinder support pin (2), move
the cylinder down and then insert the same
pin into the same hole. (This will prevent it
loss).

2) Insert the arm (1) into the support {4) - cen-
ter piece, insert the connection pin (5).

WARNING: The number on the arm must be the same as
the number of the support - center piece.

3) Make the arm - cylinder (8) connection with
the pin (9). ‘

4) Puton the tie rods {7) into their supports (3)
securing them with the pin (6}. The number
on the tie rod must be the same as the num-
ber on the suppart - central piece.

The black-signed rod (item@A)/must be put
into the black-signed support;

Car (Fig. 2)

1) Connect the car (5) to the arm (3}, leaning
the supports onto the arm’s end (3) and4n-
serting the pin (4). This is the pin that had
been put into the subject during disman-
tling. The car is also numbered; it should be
mounted onto the carrispondent arm.

2) Lifting the car from the opposite side, {see
arrow A), insert the rotative pins (2) into
the end of the tie rods {1). Secure them with
the connection pins. ~

Braccio (Fig. 1)

1) Togliere la spina (2) che tiene i cilindri nella
posizione di trasporto e poriarli nella pasi-
zione di lavoro. Reinserire le spine (2) nella
posizione originale evitando cosi il loro
smarrimento.

2) Inserire il braccio (1) nel supporto {4) che si
trova nel centrino, fissario con la spina (5).

ATTENZIONE: Il numerg riportato sul braccio deve esse-
re lo stesso di quello riportato sul supporto.

3} Fissare il braccio allo snodo (8) del cilindro
per mezzo dell’apposita spina (9).

4) Montare i tiranti (7) nei foro supporti (3) sul.
centrino e fissarli con "apposita spina (6);
anche i tiranti sono numerati e vanna inseri-
ti nei supporti che portano lo stesso numero.
il tirante segnato di nero nel punto «A» deve
essere montato sul supporto segnato di ne-
ro.

Soggetto (Fig. 2)

1) Montare il soggetto (5) fissandolo con |'ap-
posita spina (4) alla parte terminale del
braccio (3). Anche il soggetto € numerato-e
quindi, va montato sul braccio che ha lo
stesso numera.

2y Alzando il saggetto dal lato opposto a quelta

délsBradcio come indicato dalla freccia «A»,-

fissafe /i tiranti (1) al soggetto inserendo
|'appogita spina (2). Bloccare la spina trami-
te la sua cofiglia di fissaggio. Ripetere le
stesse operazioni per agni soggetto.

1

Fig. 2




e JZANMEBERICA

Wlini Jet

Repeat the same operations for each car.

Electrical connection (Fig. 3)

Prior to ride’s connection, be sure that all swit-

ches {3)are in the « OFF» nasition.

For cable lenghis tess than 150 ft - 50 mts.. use
a gage 93 (5x 10 mm?) cable.

Refer to Fig. 3 and connect {R-§-T =3 phases -
N = Neutral). '

«HOT LEG» .

«Sn» leg is the one to who connected the hot leg.

(We mean hot leg the one, in a three phase sy-
stem, that gives 220 valts with the ground).

Ground terminal _has to be connected with a
good ground pléate apd the connection should
be made by & competen gerson.

When the connectionVis gbmpiete verity the
clockwise running at thefride jcar’s direction),
otherwise shut off the power ald swap two of
the 3 phases.

NOTES:

a) Whan the pawer is 220V, you must calibrate thest com-
pressor thermal overload switch (compressor) to 18
amps. and 2 rotalion thermal overload switch (rojative
to 5 amps.).

t) When the power is 380 V, the compressor engine tier-
mal overload switch must be calibraied on the miniz
mum value and so must the rotalive engine thermal

overload switch.

If the thermal overipad switch trips without
cause, you should set the former valves higher.

Per lo smontaggio invertire la sequenza delle

- operazioni di assemblaggio.

Collegamenta eleltrico (Fig. 3)

Prima di procedere al collegamento della gio-
stra, accertarsi che tutti gli interruttori (3)
siano in posizione wapertas.

Per lunghezze di cavo inferiori ai 50 mt. si con-
sigliaun cavoda5x 10 mmq.

Riferendosi alla Fig. 3 eseguire il collegamento
(R-S-T=Trefasi-N= Neutro).

"1l morsetto di terra va callegato con un buon di-

spersare si consiglia che I’operazione sia fatta
da personale competente.

A collegamento eseguito controilare che la gio-
stra giri in senso orario {direzione soggetti}), se
non gira nella direzione indicata, interrompere
immediatamente il circuito ed invertire due fa-
si.

NOTE:

a) Con la giosira collegata a 220V, la protezione termica

{2} del motere compressore é calibrata a 18A e la pro-
tezione lermica (1) del moiore di rotazione a SA.

b} Con la giostra alimentata a 380V, calibrare |a protezio-
ne termica {2} del motore campressare s la protezione
termica {1) del motore di rotazione ai minimi valori.

Se la protezione termica scattasenza motiva ta-
rérldla univalore leggermente superiore.

Fig.
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USE

To have a good operation and a long life of the
ride, the following instructions shouid be stric-
tly adhered to:

Before starting the ride, verify the position and
function of all controls, to avoid wrong manogu-
vres. [n addition, praced as follows:

a) Verify that all pins are equipped with cotter

b) Grease points (1 - Fig. }4) and oil points 2/3
Fig. 4.

c) Close drain faucets (4\Eig. 4}plocated be-
neath each tank and tap (7«Fig./4) lacated on
the air piping.

uUso

Per ottenere ii buon funzionamento ed una fun-
gadurata della Vs. giostra seguire aitentamen-
te tutte le operazioni elencate in questa sezione
del Manuale.

Prima di mettere in funzione la giostra, siate si-
curi di conoscere la posizione e funzione di tutti
i comandi cnde evitare errate manovre. Inolire,
esequire |e operazioni sotto elencate:

a} Controllare che tutte le spine siano provvi-

b) ingrassare i punti (1- Fig. 4) ed oliare i pun-.
ti 2/3 Fig. 4.

¢) Chiudereirubinetti {4 Fig. 4) di scarico con-
densa, pasizionati sotto ciascun serbataio, e
il rubinetto (7 Fig. 4) posizionate sul circuito
di distribuzione aria.
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d) Check the oil level by dipstick (8 Fig.'4) and
follow the directions in Maintenance sec-
tion, chapt. «Compressor - Lubrications.

e) Check the oil level in the oiler (6 Fig. 4). Al-
sa verify that twa drops of oil fall into the
circuit every time the cars are simultaneou-
sly lifted at (8Q Lbs/Sq. tn.) pressure. If ne-
_cessary adjust the oiler as per Maintenance
Section, chapt. «Qiler adjustments.

f): Check the“air
directions in Maintenance Section chapt.
«Suction filter and faucet».

g) A wait until thdf pressure gauge (10 Fig. 4)
showes at least (80 J8s%Sq. In.) pressure.
h) Check brake'and, if necessary, adjust as per

Maintenance sectionfchapt. sBrake adjust-
ments,

At the end of the day:

a) Turn swilches off.

b) Open drain faucets.

¢} Drain condensate off, tightening the screw

on the bottom of the drain filter assembly (3
Fig. 4).

FAULT: CAUSE - REMEDY
Irreqular lifting of the cars

1) If you are not able to lift 1he cars with bath
the Individual Lifting Contral and the Re-
mote Control:

a) Check the Main Fuse (1 Fig. 5) for the so-

lenoid valve and the teleswitch (2 Fig. 5)

on the fuse panel in the top bowl.

b) Check the transtormer (3 Fig. 8) in the
center of the ride, afler the electrical
commander box.

2) It the individual lifting control works but not
the remote one:

ilter (9 Fig. 4) according to ~

-d) Contrallare il livello olio compressore con
I'apposita astina (8 Fig. 4) seguendo le
istruzioni descritte nella Sezione Manuten-
zione capitolo «Lubrificazione compressore»

e) ‘Controllare il livello olio nell'cliatore (6
Fig. 4). Contrallare inoltre che nel circuito
aria cadano due gocce d’olio ogni volta che
tutti i soggetti vengono alzati contempora-
neamente, alla pressione di 6 atm. Se neces-

" sario, procedere alla regolazione dell’oliato-
re come descritto alla Sezione Manuienzio-
ne capitolo uRegoIazmne del lubrificatores.

e

f)" Contro!lare :I flltro aria (9 Fig. 4 seguendo

le istruzioni descriite nella sezione Manu-
tenzione capitolo compressore «Filtro di
aspirazione e scarico condensan.

g) Attendere che il manometro (10 Fig. 4) se-
ani una pressione di almeno 6 Atm.

n) Controllare il freno e, se necessario, rego-
larlo come descritio nelia sezione Manuten-
zione capitolo « Regolazione frenas.

Alla fine della giornata:
a) Staccare tutti gli interruttaori,
b) Aprire tuttii rubinetti di scarfco condensa.

€) Scaricare la condensa avvitando la vite che
sitrova in fondo alla tazza del gruppo filtro
scarico condensa (5 Fig. 4).

COME RISOLVERE POSSIBIL] GUAST!
Sollevamento irregolare soggetti

1) Se i soggetti non si alzano sia azionanda il
comando individuale che il comando centra-
lizzato:

a) Controliareii fusibile generale delle elet-
trovalvole (1 Fig. 5) ed il relay (2 Fig. 5)
pasizionati nel pannello fusibili dentro ia
bocecia.

b) Cantrollare il trasformatore (3 Fig. &) che
si trova nel centrino della giostra dopo il
quadro etettrico.

2) Sefunziona solo il comando di sollevamento
individuale e non il centralizzato:
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: a) Check the teteswitch (2 Fig. 5) on the fu-
P se panel in the top bowl.

i b} Check the push-buiton on the remote
control.

c} Check the electricat connections in the
remole contral plug and the receptacle.

3) If you can lift all the cars with the individual
lifting control, but only some have been lif-
ted by the remote controtl:-

bowl.

4) If only some cars have si6t\been lifted by
bath the remote control andfthe individual
lifting control, please chegk:

a) The corresponding sclenocid valve (i Fig.
8) on the top bowl. ;

b) The pipeline (2 Fig. 6) from the air disfri-

bulor and the solenoid valve and the pizs

peline (3 Fig. 6) from the solenoid vaive
to ihe air cylinder - in case of a broken
pipeline, replace it.

! 5) In one or more cars do not raise with the in-
dividual lifting control.

a} Check all the connections on the arm car
electrical line.

b) Check the rubber insulated switch (1 Fig.
7) under the lifting handle.

a) Check the teleswitch (2 Fig. 5) on the lop -

a) Controllare il relay (2 Fig. 5) posizionata
nel pannello fusibili dentro la boceia.

b) Controltare il pulsante del sollevamento
generale che si trova nella pulsantiera.

¢) -Controllare le connessioni eleltriche della
pulsantiera.

3) Se il comando individuale funziona in tutti i
soggetti, ma se ne alzano solo alcuni azio-
nando il generale:

'~ a). Controllare il relay (2 Fig. 5) posizionato
nel pannello fusibili dentro la boccia.

4) Se solo alcuni soggetti funzionano sia azio-
nando il comando generale che quella indi-
viduale, controllare:

a) L'eletirovalvolacorrispondente (1 Fig. 6)

by | tubi (2 Fig. 6) di collegamento tra il di-
stributare aria ed elettrovalvola e H. 1ubq
(3 Fig. 6) dalla elettrovalvela al cilindro.
Se si riscantranc perdite sostituire il tubo
rotto.

5)/S¢ arzionando il comando individuale uno @
pidspggetti non sialzano:
a)*Canfrollare le connessioni tra scggetto €
stagdia e staggia e centro giostra.

b} Contreliare il nicro sottogomma {1 Fig.
7) che si trova suila leva di comando.

Fig. 6
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Siow or no descent of cars

1) If one or mare car do not descent, or descent
very stowly:

a} Check solengid valve (1 Fig. 6); loosen
the descent regulator (4 Fig. 6), operate
the solenoid valve thus allowing the out-
{et air to ¢clean the valve itself.
Re-assemble the regulator so that the car
comes down at speed required.

Frequent trigging o‘f the ghg_rmal relay

IF THE THERMAL OVERLOAD SWITCH
TRIPS WITHOUT CAUSE, YOU SHOULD SET
' THE FORMER VALVES HIGHER, THUS OB-
TAINING THE PROPER VALUE.

Improper operation of the dompressar

1) [fthe operation of the compressor isfmat nor-
mat and it iooses efficiency, the cduses.may
be:

a) Dirty air-intake filter: clean the inside filtér
{9 Fig. 4) carefully after having taken off the
clamping nut.

b) Breakage of a blade valve: in this case blow-
off the air from the tank completely, un-
screw the cap thus loosening the finned tube

Discesa irregolare soggetti

1) Se uno o pit soggetti non scendono g scen-
dono molto lentamente:

a) Controllare l'elettrovalvola (1 Fig. g),
svitare il regolatore di discesa (4 Fig. 6),
azionare |'elettrovalvola in modo che [a
aria uscendo la pulisca. Rimontare il re-
golatore in modo che il soggetto scenda
alia velocita voluta.

- Termico che scatta frequentemente

QUANDQO IL TERMICO SCATTA - TROPPO DI
FREQUENTE SENZA BRAGIONE, CONSI-
GLIAMO DI REGOLARE IL- TERMICO SU
VALORI LEGGERMENTE PIU ALTI, FINC A
TROVARE LA REGOLAZIONE OTTIMALE.

Funzionamento irregolare del gruppo compres-
sore : s

1) In caso di anormale funzionamento e perdita
di efficienza del compressore la causa pud
consistere in:

a) Filtro aspirazione aria sporco:-pulire con cu-
rail filtro interno (9 Flg. 4} dopo aver rimos-
50 il dado di arresta.

b) Rettura di una valvola a lamella: in tale caso
sfiatare tutta I'aria dal serbatoio, svitare la
calottamallentando ii tubo alettato collegato




ZANMBERIAte

connected with the check valve, then un-
screw the nuts of the compressor head; after
removal of the head the broken valve can be
easily replaced. Use a spot of grease to
make the vaive stick to the seat during re-
maounting of the head.

If the gaskets are worn out substitute them
with others of the same quality and tickness.
Place the head again on the compressor and
tighten the nuts progressively and modera-
tely. .

These operations should be per‘formed by qua-
lified factories and personnel.

MAINTENANCE - ADJUSTMENT

COMPRESSOR

In the following descriptions, the times for nar-
mal operating conditions are considered those
that cause an effective operation of the assem-
bly far approx. 6 hours a day.

We give therefore the following equivalences:

100 hours =15 days approx.
1000 hours = 150 days approx. or 6 Maonths ap.
2000 hours =300 days approx. or 1 year.

These data should be adapted to the actual
operating conditions, always taking into ac-
count the indicative cperating time in hours.

Every 50 hours of operation approx.: drain con-
densate from the air tank and the oil-andmugi-
sture cup by opening the respective drain fau-
cets.

Every 150 hours of operation approx.: examine
and clean the intake filter with an airblow; if
the compressor is working in a dusty place,
clean filter mare frequently or replace it.

Every 1000 hours of operation approx.: drain
ail compietely and refill with fresh oil grade
SAE 20 il in winter and SAE 30 in summer.

For the first time however it is advisable to
change the oil after 100 hours of operation.

alia valvola di ritegno; svitare i dadi testata
compressore, dopo la rimozione della testa-
ta procedere alla sostituzione defla valvola
rotta. Usare del grasso in modo che la valvo-
la resti fissata alla sua sede durante il ri-
montaggic della testata.

Se le guarnizioni sono usurate, sostituirle
con altre della stessa qualita e spessore.
Piazrzare la testata contro il compressaore e
serrare i dadj in modo progressive e mode-
rato.

Fare eseguire le ‘operazioni da personale ‘e

officine qualificate.

MANUTENZIONE - REGOLAZIONE
COMPRESSORE | '

Nelle descrizioni che seguono i tempi per le
wNormali condizioni di funzionamento» sono
stati considerati quelli che provocano un fun-
Zignamento effettivo del gruppo per il periodo
di.6ore giornaliere. -
Ripartigme pertanto le seguenti equivalenze:

100 are =45 gg. circa
1000 ore =150 ggwcirca o 8 mesicirca
2000 ore =300gg. gircao 1 anno

Adattare queste indicaziani alle reali condizioni
d’esercizio, calcolando’seémpre il tempo di fun-
zignamento indicativodn gres

Qgni 50 ore circa di funzionamento: scaricare la
condensa dal serbataio aria e dalla tazza con-
densa olic aprendo i rispettivi rubinetti di scari-
co.

Cgni 150 ore circa di funzicnamento: esamina-
re e pulire il filtro di aspirazione con un getto
d’aria; se il compressore funziona in un am-
biente sporco, pulireil filtro pit frequentemen-
te o sostituirlo.

Qgni 1000 are circa di funzionamento: scaricare
completamente l'clio e riempire con nuavo olio.
Periodo invernale olio SAE 20, periodo estivo
olio SAE 20.

Per la prima volta é comunque consigliabile
cambiare I'olio dopo 100 ore di funzionamento.

% ﬁéﬂp}g,‘:@:g-»,,‘; R MR- L,
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Air leakages

If when the compressor is not warking the- air
continues to escape through the head-unioa-
ding valve of the pressure switch, the check
valve must be checked. Blow off the air from
the air receiver completely, remove the finned
tube, disconnect the connecting tube to the
pressure switch, remove the check-valve, un-
screw the lower cap, and check that the (rubber
or metal) seat is free from impuritise which
spoil the perfect sealing, also check conditions

and position of the spring, and be sure that the

disc operates correctly on iis seat.

Perdite d’aria

Se, quando il compressare non lavora, l'aria
continua ad uscire atiraverso la valvola di scari-
co e iestata del pressostato, controllare la val-
vola di ritegno. Scaricare I'aria, completamen-
te, dal serbatoio aria; togliere il tubo alettato,
scollegare la calotta inferiore e verificare che la
sede (in gomma o metallo) sia libera da impuri-

~ ta che compromettono la perfetta tenuta; con-

Finally screw the valve on, keepmg the correct

direction of the sleeve far the connection of the
tube to the automatic pressure switch; to assu-
re a perfect sgaling wind hemp threads dren-
ched with white lead on.the thread of the valve,
and screw.

PNEUMATIC VALVE (Fig. 8)

Regulation

a) Stap the gear (1) with the nut{2).

b) Make the pressure adjustment turnigig the
gear (1) - screwing the top part on the\lower
pressure limit will increase, it will decreasg
screwing the top part off.

The minimum pressure fimit must be 120
P.S.1. The maximum prassure limit must be
155 P.S. 1.

c) Stap the top part, screwing to nut 3.

trollare pure le condizioni e la posizione della
molla, accertandosi che il disco funzioni corret-
tamente sulla sua sede.

.Infine, avvitare la valvola, manienendo la cor-

retta direzione del manicotto per il raccordo del
tubo al pressostato automatico; per garantire
una perfetta tenuta avvolgere della canapa at-
torno ai filetti cosparsi di Biaca e raivvitare.

VALVOLA PNEUMATICA (Fig. 8)

Regolazione

a) Fermare la ghiera (1) con il dado {2).

b} Avvitando la vite di regolazione (2) il limite
mini:v  di pressione al quale il compressore
si riattiva viene alzato, svitando ia parte su-
periore il limite viene invece abbassato.

[l limite minimo di pressione deve essere di
9 atm, mentre quelio massimo di 11 atm.

La parte superiore si fissa avvitando il can-
tradadt (3).

Fig. 8

13
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Air leakages Perdite d’aria

If when the compressor is not working the air
continues to escape through the head-unloa-
ding vaive of the pressure switch, the check
valve musi be checked. Blow ¢ff the air from
the air receiver completely, remove the finned
tube, disconnect the connecting tube to the
pressure switch, remove the check-valve, un-
s¢crew the lower cap, and check that the (rubber
or metal) seat is free from impuritise which
spail the perfect sealing, atso check conditions
and position of the spring, and be sure that the

~ disc operates correctly on its seat.

Finally screw the valve on, keepmg {HeJéorrect

direction of the sieeve far the connection of the
tube to the automatic pressure switch; to assu-
re a perfect@ealing wind hemp threads dren-
ched with white lead on the thread of the valve,
and screw.

PRESSURE SWITCH (Rig /8)

Adjustment;:

First we calibrate for the low pressuredimit, the
minimum valve of pressure switch turns gf™he
adjusiment is docne by adjusting of theloutside
screw. The low pressure limit must bewaf (8
ATM) 120 P.5. L.

To adjust the range of the pressure switch fram
the minimum pressure {scale} to the maximum
pressure (minimum pius difference) befare the
pressure switch turns off; the adjustment is do-
neon the inside screw.

Example of adjustment:

Se, quando il compressore non lavora, |'aria
continua ad uscire attraverso la valvola di scari-
co del pressostato, controllare |la valvola di rite-
gno. Scaricare l'aria completamente, dal serba-
toio aria; togliere il tubo alettato, scollegare Ila
calotta infericre e verificare che la sede (in
gomma o metallo) sia libera da impurita che.
compromettono la perfetta tenuta; contraoilare
pure e condizioni € la posizione della molla, ac-
certandasi che ii disco funzioni correttamente
sullasua sede.

tnfine, avvitare la vaivala, mantenendo la cor-
retta direzione del manicotto per il raccordo del
tubo al pressostato automatico; per garantire
una perfetta tenuta avvolgere della canapa at-
torno ai filetti cosparsi di Biaca e riavvitare.

PRESSOSTATO (Fig. &)

Regolazione:

Per calibrare il limite minimo di pressione. rag-
giunto il guale, il compressore riprende a cari-
care, limite consigliato 9 atm (120 PSI) si agisce
sulla vite esterna (1) mentre ger calibrare a
quale pressione il compressoré~si fermera di
caricare bisogna agire sulla vite interna {2).

Esemgio di regolazione pressestato:

13
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a) After the compressor has stopped, turn 'the
~ outside screw clockwise-about a half turn.

b) Let some air out of the relief tap until you
read on the pressure meter valve (3)
{9 ATM) 120 P.S.1. At this moment the relief
tap must be turned off. With a large screw-
driver, turn the outside screw (1) counter-
clockwise until the compressor starts.

¢) When the pressure on the air tank reaches

the maximum valve of (11 ATM) 155 P. S I,
_turn the inside_screw. (2). | itch
““stops the compresso motor

d) Let the air out of the air tanks until the com-

pressor starts; in this waysyou will check the
minimum pressure valye 9 Atm (120 P.S.1.)
then close the faucets\and check to make
sure the compressor will’stop at, 11 Aim
(155 P.S.1.).
P.5.:in turning the outside scfewjshe dnsi-
de cne will follow. In turning thefinside
screw, the outside one will remain stationas
ry. Usually the only regulation must be'dong
on the outside screw only.

a) Dopo che il compressore si & fermato, girare
la vite esterna (1) in senso arario di circa
mezzo giro.

b) Lasciate uscire aria dai serbatoi fino a che
nan leggete sul manametro (3) la pressione
di 9 atm. (120 PS8!}, in quel momento chiude-
re la valvola di scarico e girare [a vite ester-
na (1) in senso antiorario fino a che il com-
pressore riparte.

¢} Quando la pressione serbatai aria raggiunge
il valore di 11 atm {155 PSI), fermare il com-

il pressostato scatta.

d) Per controllare se il pressostato fa partire il
compressore a 9 atm, aprire i rubinetti di
scarico condensa, sotto i serbatoi, lasciando
uscire aria fino a quando il compressore non
riparte. In quel momenio controllare se [a
pressione & di 9 atm; chiudere i rubinetti e
quanda il compressore si ferma controllare
nuovamente la pressione indicata nel mano-
metra. Se il pressostato e stato ben regolato
dovrebbe segnare 11 atm.

14
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CONDENSATE DRAIN REGULATION
{A-Fig. 9)

When you have the correct drain regulation,
the water condensate will fall out automatically
and continuosly. If the drain faucet is closed too
tight, you will see a lot of water inside the ple-
xiglass cup; if it is open to much. If it is open
too much, you will hear the air blowing too hard
from the faucet.

Cleaning

Before cleaning the filter unit, eliminate the
pressure emptying the air tanks. To effective
cleaning, proceed as follows:

a) Loosen theftup locking ring (7)

b) Remove the liit€r flocking plastic ring (6).
~ The washer (5) shguld'nat be lost.

c) Remove the washer (8) afd filter (4). Take
car of the filter top gasket (3)4

d) Wash filter and gaskets with gasolipé

e) Assemble the unit, reversing the disassed-
bly operations, tightening moderately the
ring {6) by hand. Warning: the cup seal ring
(1) should be positioned in its seat.

GRUPPO FILTRO SEPARATORE DI
CONDENSA (A-Fig. 9)

Se il gruppo filtro separatore di condensa & ben
regolato, I'acqua che si trova nel circuito aria
viene automaticamente scaricata. Se lo scarico
e troppo chiuso la tazza si riempira d’acqua, vi-
ceversa se troppo aperto, uscira troppa aria.

Pulizia

Prima di procedere alla pulizia del gruppo fil-
tro, togliere la pressione scaricanda i serbatoi
aria. Procedere poi all'operazione di pulizia se-
guendac quanto sotto descritto: '

a) Svitare la ghiera (7) che blocca la tazza

b) Togliere la ghiera di plastica (6) che blocca il
filtro e fare attenzione che la rondella (5)
non cada

c) Remove the washer (5) and filter (4). Take
care of the filter top gasket (3).

d) Lavare filtro e guarnizioni con benzina

g) Rimentare il tutto, seguendo le operazioni
inverse aflo smontaggio. Stringere manual-
mente, con forza moderata la ghiera {6). Fa-
re attenzicne che |'anello di tenuta {1) della
tazza sia posizianato nella propria sede.
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OILER (B-Fig. 9)

To assure integrity of the air circuit, and a good
operation of the lifting cylinders, it is IMPOR-
TANT that the air circuit is properly lubrified.
The correct quantity of ol enters the air circuit
when, lifting all cars at the same time, two-
three drops of oil fall into the circuit. During
this operation, the pressure into the circuit
should be (6 ATM) 30 P.S.1.; verify that pressu-
re gauge (8) indicates the correct pressure.

In case the quantity of drops into the circuit is
not according to the directions make an adjust-
ment. T - o

Adjustment

Should less than two drape falisifito the circuit,
toosen counterclockwise the screwa(8) located
over the oiler. If more than threedrops fall into
the circuit, tighten (clockwise) the sCrew (9) till
two drops only fall into the circuit.

Filling

WARNING: Disconnect the compressor and verify that no
pressure exist into the air circuit. To bieed the circuit, ur-
screw the two drain faucets underneath the two tanks
{Fig. 4).

a) Unscrew the ring {11 Fig. 9) located on the
tap of the oiler.

b) Fill the cap of about 2/3 and screw the ring.

¢) Use very fluid oil.

ATTENTION: Everytime you change the type or brand of
oil, il is necessary to calibrate the oiler according to the
abovementioned directions. This is avoided always using
the same lype of oii with which the initial calibration was
efiected, since the calibration is effected only once.

CLUTCH
Adjustment

The good operation of the clutch depends an
the oil level. .

Should the ride start ta siowly, add oil. Should
it start too fast, remove some gil by a hose.

The filling plug (1 Fig. 10) in located on the top
of the clutch.

LUBRIFICATORE (B-Fig. 9)

Per garantire V’integrita del circuito aria, assi-
curando il buon funzionamento dei cilindri di
sollevamento, & IMPORTANTE che il circuito
aria sia lubrificato neila giusta maniera.

Il lubrificatore immette nel circuito aria la giu-
sta quantita di olio quando, sollevando contem-
poraneamente tutti i soggetti, cadano nel cir-
cuito due-tre gocce d'olio. Durante tale opera-
zione la pressione nel circuito deve essere di 6
bar, controllare quindi che il manometro (8)
indichi la giusta pressione. Se la quaniita di

" gocce.nel circuito non & secondo quanto pre-

scritto, procedere alla regolazione.
Regolazione

Se cadono meno di due gacce d'olio, svitare
(senso antiorario) la vite (9) posizionata sopra il
fubriticatore. Se invece cadono pid di tre gocce
d’olio, avvitare {senso orario} la vite {8} fino a
che cadono solo due gocce d'olio.

Riempimento

IMPORTANTE: Staccare il compressore ed assicurarsi
che nel circuito d’aria non ci sia piu pressione. Per scari-
carlo basta svitare i due rubinetti di scarico che sono sotto
i due serbatoi (Fig. 4}. : ’

a)” Svitare la ghiera (10 Fig. 9), che si trava-nel-
la’parfite alta del lubrificatore.

b) Riemgire la tazza (11 Fig. 9)di circa 2/3 ed
avvitare la"ghiera.

c) Usare aticwiolto ftyido.

ATTENZIONE: Ognigudlvalia che si cambia marca o tipo
di olig, & necassario tararé ii lubtificatore sequendo le in-
dicazioni sopradescritte. QlosSievita usando sempre o
stessa tipo di olio con il quales@ siata eseguita la laraiura
iniziale, in quante la taratura s esegue solo una volia.

FRIZIONE
Regolazione

Il buon funzionamenio della frizione dipende
dal livello d'olio che ¢'eé dentro.

Se la giostra parte troppo lentamente bisogna
aggiungere olia, se parte troppo veloce bisogna
togliere olio e lo si pud fare aiutandosi con una
canna flessibile.

tl tappo di riempimento (1 Fig. 1Q) si trova nella
parte altadella frizione.

&,
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BRAKE (Fig. 11)

With the correct regulation, the ride must stop
less than 1 turn.

Check the brake shoes: if dirty from grease. re-
place them.

Regulation

Regulating is done with the nut (1) on the end
of the brake shoes. When the brake is working,
the piston (2) must not reach the end of the
stroke. ’

FRENO (Fig. 11)

Quanda il freno & ben regalato e il ferodo non e
consumato, agendo su! freno la giostra si ferma
in mendo di un giro.

Se il ferodo & sporca di grasso bisogna cambiar-
0.

Regolazione

Talvolia, per avere una frenata piu efficace, e
sufficiente regolare la corsa pisione (2) del fre-
no agendo sul dado (1).

La buona regolazione & data dal fatto che quan-
do il freno & azionato, il pistane non deve esse-
re afine corsa. ’

Fig. 10
OLEODYNAMIC COUPLING SYSTEM

Far a perfect aperation, the following steps
shoufd be adhered to:

1) After aproximately 2 operation weeks check:

- Alignment

- Tightening of the user’s end engine
fixing bolt

- Qil filling

2) Do not mix the different types of ol

3) The following lubricants should be used:

AGIP OS50 35045

BP ENERGOL HPL 32046

TEXACO RANDO HDA 32 (HDB 46)
MOBIL DTE OIL LIGHT (MEDIUM)

Fig, 11

ACCOPPIATORE CLEODINAMICO

Al fine di otteners il perfetto funzionamento st
raccomanda di attenersi ai seguenti controlli:

1} Dogpo circa due settimane di funzionamento
controllare:
- Allineamento
- Serraggio deile viti di fondazione matore

e utilizzatore
- Riempimento olio

2} Non mescolare diversi tipi di olio

3) Olii da impiegarsi nelle diverse marche:

AGIP 05035045

BP ENERGOL HPL 32046

TEXACO RANDO HDA 32 (HDB 46)
MOBIL DTE OIL LIGHT {MEDIUN)

17
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SPARE PARTS CATALOG

INTRODUCTION

This catalogue iltstrates and describes spare
parts for produgt ZAMPERLA, and its layout is
designed to permit _rapid identification of the
product in all its Versions and rapid tracing of
its companent parts.

Up-dating
The catalogue is bound in such a way as o ena-

ble it to be periodically up-dated by réplacing
or adding pages.

HOW TO CONSULT THE CATALOGUE
Tracing spare parts

To trace the spare parts illustrated in the cata-
logue, the following procedure must be follo-
wed:

1) Consult the index of the tables so as to iden-
tity the relevant table.

NOTE: This catalogue is designed in such a
way as to'simplity the identification of spare
parts.an the basis of the following criteria:

a) Thc_:se descriptions preceded by a dot or.
series of dots are understood to be sub-

assemblies of the preceding description
entry without a dot or with one dot less.

How to order spare parls

In order to facilitate stock search operations
and shipment of spare parts, we would ask aur
customers to observe the following standard
procedures, specitying:

a) _Hide .rqodgl and serial number (stamped on
identification plate on the ride)

CATALOGO RICAMBI

INTRODUZIONE -

1| presente catalogo, iliustra e descrive le parti
di ricambio relativo al prodotto ZAMPERLA ed
& stato realizzato in modo tale da consentire
una rapida identificazione del prodotto in tutte
je sue versioni e quindi una rapida individua-
zione delle parti che fa compongono.

Aggiornamenti

La rilegatura del presente catalogo, consente
I’aggiornamento periodico mediante la sostitu-
zione o I'aggiunta di pagine.

CONSULTAZIONE CATALOGO
Ricereadelle parti di ricambio’

Perdaricerea delle parti di ricambio illustrate
nel presénte gatalogo, & necessario:

1} Consultage J'ingice delle tavole in modo da
individuarétadavola che interessa.

NOTA: Durante la realizzazione di questo
catalogo, si & cercato di agevolare |a ricerca
delle parti usandao i seguenti criteri:

a) Le descrizioni precedute ¢a uno 9 piu
punti, si intendongo sottogruppi delia de-
‘scrizione senza punto © con un punlo in
numera minore che i precede.

Modalita di erdinazione

Per facilitare la ricerca di magazzenoe la spedi-
zione dei pezzi di ricambio si pregano vivamen-
te i Sigg. Clienti di attenersi alle seguenti nor-
me e specificare sempre.

a) Modelto e matricola della giostra (stampi-
gliati sulla targhetta fissata alla giostra stes-

et
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b) Quantity of parts required

" ¢) Reference number {4) and number of table

-

{2) in which parts are listed together w:th
catalogue edition date {8)

d) OCrder number (5) and part description {7}

e} Exact address and company statué of the
purchaser, complete with relevant address
for delivery of the goods. |

f) Shipment method required. (If this item is
not specified, ZAMPERLA reserves the
right, at its own discretion, to use any such
method as.it may deem gppartune).

Illustration of typical page of catalocgue

1
TRANSMISSION AND BRAKE
TRASMISS/ONE E FREMO

["‘ZJT[E@M”

amUA Y B mamyracTUsge:

Table heading

Table number

Drawing

Part reference number

-Part description

Catalogue edition date (month / year)

DO LW N -

L= BN I N A N P

b) Quantita dei pezzi desiderati

c} Numero di riferimento {4}, numero di tavola
{2) nella quale sono rappresentati e data di
“edizione (8)

d) Numero di ordinazione (5) e denominazione -

(7)

) Indirizzo esatto e ragione sociale del Com-

" mittente; completato con {"eventuale recapl-
1o per la consegna della merce ‘

f) Mezzo di spedizione desiderato. {Nel caso
questa voce non sia specificata, la Ditta
ZAMPERLA, si riserva di usare a sua di-
screzione il mezzo piu opportunoc).
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INDEX

INDICE
BODY
CARROZZERIA oo e e e Al
TRANSMISSION AND BRAKE . .
TRASMISSIONE B FRENO ..ottt e A2
CENTRAL BOWL (Mini - jet &)
BOCCIA CENTRALE (Mini - jet 6) FE Y - $2 7% |
CENTRAL BOWL (Mini - jet 8) : _
BOCCIA CENTRALE (Mini - jet 8) VORISR - ¥ 1.
CENTRAL SHAFT.
ALBERQ CENTRALE " Ad
ARM
BRAGBIO o ... v . A5
AlIR SYSTEM (Mody with pressure switch)
IMPYANTOVARTA (Mod.-con pressostato) ... . AB.1
HOISTING CYLINDER
CILINDRO DF SOLLEMAMENTO ..o e AT
ELECTRICAL COMPONENTS
PARTI ELETTRICHE AB
BOARD
QUADRO ELETTRICO oo e e Ag
BOARD R
QUABRO ELETTRICO oo A e A9.2
ACCESSORIES
ACCESSORI v A10
FIBER COLUMN
COLONNINAINFIBRA ... o A1l
IRON COLUMN
COLONNINA IN FERRO ... oo Alt.2
ALUMINIUM COLUMN
COLONNINA IN ALLUMINIC ... e Al11.3
COMPRESSOR {1st part)
COMPRESSORE (1% Parte) ..........ccocvoiiiee o A12.1
COMPRESSOR (2nd part)
COMPRESSORE (2% parte) ... A12.2
LIGHT STRiPS - LAMPS
STAGGIA - LA P A DINE L1
LAMPS
LAMPADE L2
CARS
SOGGETTI s
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TAB. : o, I -
Tav. A1 80DY S ZAMBERIA
CARROZZERIA )

| £d. 1-07-81 A‘MUSEMENT RIOES MANUFACTURERS
NOTES

POS. DESCRIPTION OESCRIZIONE - NOTE.
* 1 REAR COVERING COPERTURA POSTERIORE

2 CATCH CHIAVISTELLO

3 DOOR SPORTELLO

4 COMPRESSOHR UPPER GUARD RIPARO SUP. COMPRESSORE

5 COMPRESSOR LOWER GUARD RIPARQ INFERIORE COMPRESSCRE
* 6 REAR UPPER COVERING COPERTURA SUP. POSTERIORE

7 LIMIT SWITCH FINECORSA
* 8 FRONT UPPER COVERING COPERTURA SUP. ANTERIORE

9 SUPPORT FOOT PIEDINO Dt LIVELLAMENTO
*10 FRONT COVERING COPERTURA ANTERIORE
*11 FENDER PANEL PARAFANGO -

* Speeify ride type and color

# Specificare colore e tipo giostra
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B
' 1.
T

3

TR
¥

%




o =
Tav A2 TRANSMISSION AND BRAKE 3.3 /4 AMlPE-{RLA
TRASMISSIONE E FRENO
‘ Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
NOTES
POS. DESCRIPTION DESCRIZIONE NOTE
1 BRAKE CYLINDER CILINDRO FRENO
- 2 COIL BOBINA
3 3 GUARD CUFFIA
g 4 SLIDE VALVE CASSETTO
‘- 5 KEY B 7 x BO CHIAVETTA 8% 7 x 80
6 KEY10x 8x 100 CHIAVETTA 108 x 100
;i 7 REVOLVING BEARING SUPPORTO ORIENTABILE
: #* 8 HOSE 8x 6 (PVC) TUBOQ FLESSIBILE 8 X 6 (PVC)
.9 PULLEY PULEGGIA
10 SPACER - 33 DISTANZIALE - 33
1 REVOLVING BEARING SUPPORTO ORIENTABILE
12 SHAFT AND PINION ALSERO E PIGNONE
13 BRAKE SUPPORT SUPPORTO FRENO
E 14 SPAGERe 30 DISTANZIALE - 30
15 BAAKE PULLEY PULEGGIA FRENO
16 BRAKE BAND FASGIA FRENO
_ 17 SPACER#§2 DISTANZIALE - 62
18 REDUCTION GEAR,- 1/25 RIDUTTORE -1/25
| 19 RING GEAR CORCNA
1 20 HYDRODYNAM|C COUPLING GIUNTO IDRODINAMICO
21 PULLEY PULEGGIA
' Q22 MOTOR MOTORE
: 23 BELT - A36 CINGHIA - A36

#* To be supplied in meter

» Specify wheiher 50 or 60 Hz

O Specify voltage and frequency 50 ar
60 Hz

* Forflibile in metri

* Specificare se 50 0 60 Hz

O&pecificare tensione e freguenza 50 0
50 Hz

o
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CENTRAL BOWL (Mini - jet 6)
BOCCIA CENTRALE (Mini - jet 6)

A% A3.1

Ed.1-07-81 |

SEE TAB. L1
VEDITAV. L1 13

SEETAB. §1.2
VEDITAV. 51.2
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CENTRAL BOWL (Mini - jet 6)
BOCCIA CENTRALE (Mini - jet 6)

X IZANMBERLEAY

l Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
NOTES
POS. DESCRIPTION DESCRIZIONE NGOTE
1 AING NUT GHIERA
2 cup CALOTTA
3 BULB (B13-24Vv-10W) LAMPADA (B13-24V-10W)
4 LAMP HOLDER (B13} PORTALAMPADA (B13)
* 5 SQUARE PLEXIGLAS PLEXIGLAS QUADRATO
6 AIRINTAKE {INQX} PRESA D'ARIA (INOX)
7 METAL RING FOR HALF BOWL GHIERA PER SEMISFERA
* 8 HALF BOWL (195) SEMISFERA (195)
9 BULB (220/110V-15W-E27) LAMPADA (220/110V-15W-E27)
* 10 TRIANGULAR PLEXIGLAS PLEXIGLAS TRIANGOLARE
11 TORPEDO LAMP {24V-5W) LAMPADA SILURD (24V-5W)
12 WALL SOCKET PRESA AD INCASSO
13 LIGHT STRIPS ASSEMBLY STAGGIA COMPLETA
14 . ELECTRICAL PIPE PLUG . SPFINA A PIPA
15 UPFPER HALF BODY SEMISCOCCA SUPERIORE
16 LOWER HALFBODY SEMISCOCCA INFERIORE
17 CENTERCARPENTRY CARPENTERIA CENTRO
18 ROTARY LAMPASSEMBLY LAMPADA ROTATIVA COMPLETA
19 - BULB (24V-20W:-B13) . LAMPADA (24v-20W-B13)

# Specify color

#* Specificare cotare
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TAB. '
CENTRAL BOWL (Mini - jet 8) Tav.A3.2

IZANMEBERIA

BOCCIA CENTRALE (Mini - jet 8)

AMUSEMENT RIDES MANUFACTURERS Ed. 1-07-81

SEETAB. L1
VEDITAV. L1

SEE TAB. §1.2
VEDITAV, §1.2

L

SEETAB. L1

Cr—" VEDITAV. L1

SEETAB. L1
VEDITAV. L1
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CENTRAL SHAFT
ALBERO CENTRALE

TAB.
TAV. A4

Ed. 1-07-81
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S ZANMBERIFA

BEEES

# Specify ride type
OSpecify ride type and ring quartil,
collector

CENTRAL SHAFT
l Ed. 1-07-81 ALBERQ CENTRALE AMUSEMENT RIDES MANUFACTURERS
NOTES
POS. DESCRIPTION DESCRIZIONE NOTE
1 AIR DISTRIBUTOR GIUNTO PNEUMATICC COMPLETC
2 . SEAL (DE 225) . TENUTA (DE 225)
3 . BEARING (6007 2AS3) . CUSCINETTO {6007 2RS)
4 . SEEGER RING ({162) . ANELLO SEEGER (162)
5 . FITTING PIPE(114"") . RACCORDO TUBO(1/4"'}
6 . BEARING (6006 2A8} . CUSCINETTO (6006 2ZRS)
7 COLLECTOR LOCKING NUT DADO BLOCCAGGIO COLLETTORE
Os ATA DELIVERY PIPE TUBO MANDATA ARIA
as9 COLLECTOR COLLETTORE
10 COLLECTCAR CARRIER SUPPOCRTO COLLETTORE
#*11 UPPER RING NUT GHIERA SUPERIORE
%12 DUST COVER - PARAPOLVERE
*13 TAPER ROLLER BEARING CUSCINETTO A RULLI CONICI
14 LOWER BEARING {32024} CUSCINETTO INFERIQORE (32024)
*#15 SHAFT ALBERO
16 LOWER DUST COVER PARAPOLVERE INFERIORE
17 O-RING{OH,228) ANELLO DI TENUTA {OR 228}
18 LOWERRING NUT GHIERA INFERIORE
12 ELBOW CONNECTQR {1/2")

RACCORDO A GOMITO (1127)

*Specificare tipo di giostra
OSpecificare tips di giostra e numero

di anelli al coltettare
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AMUSEMENT RIDES MANUFACTURERS Ed. 1-07-81
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SEE TAB. L1
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TAB.
TAV.

AS

Ed. 1-07-81

ARM
BRACCIO

JZANRERTEA

POS.

DESCRIPTION

NOTES

DESCRIZIONE NOTE

W o~ U Wk

ARM ASSEMBLY

. ANTIFRIGTION BUSH
CONNECTING ROD ASSEMBLY
. SEEGER RING (E20)

. BIG END OF THE CONNEC. ROD
. ANTIFRICTION BUSH

. LOCK NUT

. CONNECTING ROD

SPRING PIN

PIN

UPPER PIN

PIN (12 x 60)

LOWER PIN

LIGHT'STRIPS ASSEMBLY
CAHR SUPPORT

. GREASE NIPPLE

% Specify ride typg ang/subject
[ Specify ride type
* Specify type. color and/@ubiject

BRACCIO COMPLETO

. BUSSOLA ANTIFRIZIONE
BIELLA COMPLETA

. ANELLO SEEGER (E20)

. TESTA DI BIELLA

. BOCCOLA ANTIFRLZIONE
. CONTRODADO

. BIELLA )
SPINA A MOLLA

SPINA o

SPINA SUPERIORE ~
SPINA (12 % 60)

SPINA INFERIORE
STAGGIA COMPLETA
SUPPOATO SOGGETTO

. INGRASSATORE

# Specificare giostra e soggette
O Specificare giostra
* Specificare giostra, soggetio e colere

AMUSEMENT RIDES MANUFACTURERS




S ZANMBEREA

AMUSEMENT RIDES MANUFACTURERS

AIR SYSTEM (Mod. with pressure switch)
IMPIANTO ARIA (Mod. con pressostato)

Tav.AB.1 .

Ed. 1-07-81

SEETAB. A4
VEDI TAV. A4

e

SEETAB. A2
VEDI TAV. AZ




Tav. AB.1

' Y ;
AIR SYSTEM (Mod. with pressure switch) | | @ @ ZAMPE{RLA

¥*Specily whether 50 or 60 Hz
OSpecily voltage and frequency 30

ar 60 Hz

IMPIANTO ARIA {Mod. con pressostato) 5
[ Ed. 1-07-81 _ AMUSEMENT RIDES MANUFACTURERS
M NOTES
4 POS. DESCRIPTION DESCRIZIONE _ NOTE
1 ELBOW CONNECTOR (1/2") RACCOADO A GOMITO (1/2™)
2 NIPPLE (1/2"') {GAVANIZED) NIPPLO (1/2'") (ZINCATO)
3 UNION (1/277) BOCGHETTONE (1/2")
4 AIR FILTER AND COND. SEPARAT. FILTRO ARIA E SEPAR. CONDENSA
5 . SEAL RING . ANELLO DI TENUTA
6 . CUP N - . TAZZA ,
7 PRESSURE REDUCING VALVE (1/2")RIDUTTQOHRE DI PRESSIONE (1/2")
8 PRESSURE GAUGE (0-12 BAR) MANOMETRO (0-12 BAR)
9 OILER{(1/2™) LUBRIFICATORE (1{2'")
0 FLEXIBLE PIPE (3/4'" - 500 L.) “TUBO FLESSIBILE (3/4'"-L. 900)
11 REDUCTION CONNEC. (1/2''-3/4’") RACCORDO DI RIDUZ. (1/2''-3/4"")
12 TEE {1/2) RACCORDO AT (1/27)
13 REDUCTION CONNEC. (1/2''-1/4"") RACCORDO DI RIDUZ. (1/2''-1/4"")
13 REDUGTION CONNEC. (1/2''-1/4"") RACCCRDOQ DI RIDUZ. {(1/2'"-1/4"")
14 FITTING PIPE (30°-1/4") RACCORDO TUBD {90°-1/4)
15 HOSE (8 x 6 - PVC) TUBO FLESSIBILE (8 x 6 - PVC)
16 NIPPEE (947 NIPPLO(1/4")
17 PRESSURB\GAUGE (0-20 BAR) MANOMETRO (0-20 BAR}
18 NIPPLE (3/4" ACOMICAL) NIPPLO (374" - CONICO)
19 REDUCTION CONNEG(3/47'-1/2"") RACCORDQ DI RIDUZ. (3/4"-1/2"")
20 SAFETY VALVE(1/2") VALVOLA DI SICUREZZA (1/2")
21 CHECK VALVE (374") VALVOLA DI NON RITORNO (314")
22 ELBOW CONNECTCR{2/47) RACCORDO A GOMITO (374'")
23 SLEEVE (3/4") MANICOTTO (3/4"")
24 NIPPLE {3/4"") NIPPLQ (3/4")
25 LEFT TANK SEABATOIO SINISTRO
26 TEE (114'") RACCORDO AT (1/4')
27 ELBOW CONNECTOR {1/4°") RACGORDO A GOMITG (1/4')
28 PRESSURE SWITCH PRESSQSTATO
29 HOSE {(Bx 4 - NYLON) TUBGFLESSIBILE (6x 4 - NAILON) .
30 TEE (3/4'") RACCOREO A T (3/4'")
31 FITTING PIPE (90° - 1/8"") RACCORDO A TUBO (80° -1/8")
az FLEXIBLE PIPE (3/4'" -350L.) TUBG FESSIBILE (344" - L. 350)
a3 FLEXIBLE FIFE {3i4" - 800 L.) TUBC FLESSIBILE (3/4' - L. 800)
34 BELT {A 67} CINGHIA (A 63)
#35 MOTOR PULLEY PULEGG!IA MOTQRE
36 MOTOR MOTORE
a7 COMPRESSOR GCOMPRESSORE
a8 COMPRESSOR SUPPORT SUPPORTO COMPRESSGRE
39 SHOCK ABSCRBER PAD AMMORTIZZATORE IN GOMMA
40 RIGHT TANK SERBATOIO DESTRO

*3pecificare 50 0 60 Hz .
(JSpecificare tensiong e frequenza 50
QB0 Hz

#-Mlg




O ZANMBEREA

AMUSEMENT RIDES MANUFACTURERS

HOISTING CYLINDER
CILINDRO DI SOLLEVAMENTO

TAB. '
Tav. A7

Ed.2.07.83




# Specify subject type

) - 0y [
Tav. A7 HOISTING CYLINDER o8 /AL & LA
CILINDRO DI SOLLEVAMENTO
l Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
- MNOTES

POS. DESCRIPTION DESCRIZIONE NOTE
* 1 CYLINDER ASSEMBLY CILINDRO COMPLETCO

2 . NUT (M16) . DADO (M16)

3 . SCRAPER (4050-5-8) . RASCHIATORE (4050-5--8)

4 . SHOCK ABSORBER REG. VALVE . VALVOLA REG. AMMORTIZZ.

5 . MUFFLER (SB/N-1/4""} . SILENZIATORE (S8/N-1/4"")

6 . SEAL RING (217 x 205 x 1) ANELLODITENUTA (217 x205x 1)
* 7 . STEM . STELO o

8 . SEAL (DE 825 700) . GUARNIZIONE (DE 825 700)

9 . O-RING (OR 2087) . ANELLO DITENUTA (OR 2087)

10 . SEAL (DE 237) . GUARNIZIONE (DE 237}

1 . SCREW (M 12) . VITE(M12)
*¥12 . TIERQD{M 16) . TEHRANTE (M 186)

13 . SEALRING (217 x 207 x 2) . ANELLO DI TENUTA {217 x 207 % 2)

14 . SPRING WASHER . RONDELLA ELASTICA ’

15 . SHOCK,ABSORBEAAEG. VALVE . VALVOLA REG. AMMORTIZZ.

18 - FIXINGEYE . OCCHIELLO ATTACCO

17 BALLJOINT SNODO :

18 PIN SPINA

# Specificare tipo di soggetto

@




. (f | .
s /s AMlPERL A ELECTRICAL COMPONENTS Tav. A8
AMUSEMENT RIDES MANUFACTURERS PARTI ELE‘WHICHE Ed. 1-07-81 I

VEDITAV. a4

SEETAB. A4

SEETAB. 51.2pos. 8
VEDITAV.51.2pos.8 12




#*Specily inlet voltage whether 110
or 220

¥ Specify whether 5Qdr 60 Hz

o To be supplied in metre

DSpecify ring quangity gollector

TAB. @
7av. A8 ELEGTRICAL COMPONENTS it S VI EE R
Ed. 1-07-81 PARTI ELETTRICHE AMUSEMENT RIDES MANUFACTURERS
NOTES
POS. DESCRIPTION DESCRIZIONE NOTE
* 1 SERVICE TRANSFORMER TRASFORMATORE D! SERVIZIQ
2 FUSE (18A) FUSIBILE (16A)
x 3 REMOTE CONTROL SWITCH ASS. TELERUTTORE COMPLETO
X 4 . COIL . BOBINA
5 ELBOW CONNEC. (1/8"-8x 6 PIPE) RACC. AGOMITC {(1/8""-TUBO 8 x 6}
6 SOLENQID VALVE ASSEMBLY ELETTROVALVOLA COMPLETA
7 . COiL . BOBINA
8 . THREE-WAY SLIDE VALVE . CASSETTQ3IVIE
9 CYCLIC MOTOR MOTORING GICLICO ]
* 10 HOSE (6 x 8- PVC(C) TUBO FLESSIBILE (6x 8 - PVC)
011 BRUSH SPAZZOLA .
12 MICRO SWITCH (8301 + 1W1) MICROCONTATTO {8301 + IW1)
13 FUSE (6,3 A) FUSIBILE {6,3 A}

#5Specificare voltaggio entrata 110 0
220

# Specificare 50 0 60 Hz

®Fornibile in metri

Ospecificare numera anelli al
collettore




TAB.
rav. A9.1
£d. 2.07.83

BOQARD
QUADROQ ELETTRICO

A

AMUSEMENT RIDES MANUFACTURERS

O FZAMBERL




Tav. A9.1

BOARD
QUADRO ELETTRICO

2 ZAMRERLEA

I Ed. 2.07.83 AMUSEMENT RIDES MANUFACTURERS

POS. DESCRIPTION DESCRIZIONE ﬁggs

1 AREMOTE CONTROL SWITCH ASS. TELERUTTORE COMPLETO

2 . COIL . BOBINA

3 MOTOR PROTECTOR SALVAMOTORE

4 SWITCH INTERRUTTORE

5 MAIN SWITCH INTERAUTTORE GENERALE

& REMOTE CONTROL SWITCH ASS. TELERUTTORE COMPLETO

7 . REMOTE CONTROL . TELERUTTORE

8 .. COoiL . . BOBINA

g9 . SUPPLEMENTARY GONTACTS . CONTATTI SUPPLEMENTARI
10 CONNECTION (WHITE-12) MORSETTO (12-BIANCO)

11 CONNECTION {BLACK-12) MORSETTO (12-NERQ)

12 CONNECTIONS {SQUARE-10) MORSETTIERA {QUADRO-10)
13 CONNECTIONS (SQUARE-2,5) MORSETTIERA {QUADRD-2.5)
14 DOUBEE TAP DOPPIA PRESA

15 GABKET GUARNIZIONE

16 COVER COPERCHIO

17 CONNEGTOR (6P) CONNETTORE (6P)

18 TURAN TIMER TEMPORIZZATORE GIRO

19 SWITCH (At DEVIATORE A LEVA (A-M)

20 REMQTE CONTROL A8SEMBLY PULSANTIERA COMPLETA

21 . AEMOTE CONTROL . PULSANTIERA '
22 . . BLACK PUSH BUTTON . . PULSANTE NERO

23 . . ELECTRICAL COMPONENE .. COMPONENTE ELETTRICO
24 . . RED PUSH BUTTON . . PULSANTE ROSSO

25 . . YELLOW PUSH BUTTON . . PULSANTE GIALLO

26 . GREEM PUSH BUTTON . PULSANTE VERDE




Ed. 2.07.83

_ BOARD
QUADRO ELETTRICO

AMUSEMENT RIDES MANUFACTURERS

.'u.ljv- bt
a\....m




Tag A9.2

BCARD
QUADRQ ELETTRICO

R YZANBERIA

: lEd' 2.07.83 AMUSEMENT RIDES MANUFACTURERS
POS. DESCRIPTION DESCRIZIONE :81&5

1 REMOTE CONTROL SWITCH ASS. TELERUTTORE COMPLETO

2 . coiL . BOBINA

3 MOTOR FROTECTOR SALVAMOTORE

4 SWITCH INTERRUTTORE

5 MAIN SWITCH INTERRUTTORE GENERALE

B REMOTE CONTROL SWITCH ASS. TELERUTTORE COMPLETO

7 . . REMOTE CONTROL SWITCH . TELERUTTORE

8 ¥ . cown . . BOBINA

9 . SUPPLEMENTARY CONTACTS . CONTATTI SUPPLEMENTARI
10 TIMER TEMPORIZZATORE

1 CONNECTION (WHITE-12} MORSETTO (12-BIANCO}

12 CONNECTION (BLACK-12) MORSETTO (12-NERQ)

13 TAP (2x15A+T) PRESA (2x 15A+T)

14 CONNECTOR (6P) CONNETTORE (6P}

15 CONNECT. BOARD (SQUARE-10)  MORSETTIERA (QUADRO-10}
16 CONNECT. BOAAD (SQUARE-2,5) MORSETTIERA (QUADRO-2,5)
17 TURN TIMER TEMPORIZZATORE GIRQ

18 REMOTE CONTHOLWMSSEMBLY  PULSANTIERA COMPLETA

19 . TIMER . TEMFPORIZZATORE
20 . INTERMITTENGE (GREEN) _ INTERMITTENZA (VERDE])
21 . SWITCH (A-M) . DEVIATORE A LEVA {A-M)
22 . INTERMITTENCE {YE#LOW) _ INTERMITTENZA (GIALLO)
23  INTERMITTENCE (BLACK) . INTERMITTENZA (NERO)

. AED PUSH BUTTON

. PULSANTE ROSSO




R YZAMBERIEN

AMUSEMENT RIDES MANUFACTURERS

ACCESSORIES
ACCESSCRI

TAS A0

Ed. 1-07-81

SEETAB.L1pos. 11
VEDITAV. L1 pos. 11

SEETAB.S1.2pos. 8
VEDI TAV. §1.2pos. 8




L ) 7 ' 0 TAB.V
SHZAMBERIMA FIBER COLUMN TABA11.1
* COLONNINA IN FIBRA

AMUSEMENT RIDES MANUFACTURERS Ed. 1-07-81




Tav. Al11.1 FIBER COLUMN 3:3 ZAMlPE'IRLA

COLONNINA IN FIBRA

| Ed.1-07-81 AMUSEMENT RIDES MANUFACTURERS
| NOTES

POS. DESCRIPTION DESCRIZIONE NOTE
#* 1 ' FIBER COLUMN ASSEMBLY COLONNINA IN FIBRA COMPLETA
* 2 . PLEXIGLAS HALF FACE . SEMIFACCIATA IN PLEXIGLAS

3 . LAMP HOLDER SUPPORT . SUPPORTO PORTALAMPADE

4 . LAMPHOLDER . PORTALAMPADE

5 . BULB (E27-220/110V-15W)} . LAMPADA (E27-220/110V-15W)

6 . COLUMN BQODY . CORPO COLONNINA

7 . COLUMNMN-GATE CONNECTION . ATTACCO COLONNINA-CANCEL.

8 . PLUG (P1477412) . SPINA (P/477412)

# Specify colar (red-yellow} % Specificare colore (giallo-rossa)




& Specify ride type

TAB. o% [ ;
1ayv. A10 ACCESSORIES Y IP .'IRLA
ACCESSORI
l Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
NOTES
POS. DESCRIPTION DESCRIZIONE NOTE

1 SUPPORT SUPPORTO

2 MAIN STRUCTURE STRUTTURA PRINCIPALE
e 3 FENCE CANCELLQ DI RECINZIONE

4 FENCE FEET PIECINO CANCELLO

# Specificare tipo giostra




TAB.
8% 7/ /i \J oy a0y (/g IRON COLUMN , tavA11.2
o® (7t AL, COLONNINA IN FERRO
. AMUSEMENT RIDES MANUFACTURERS , Ed. 1-07-81

®
-
B

=

|




TAB.
tav A11.2 [RON COLUMN 3.3 gAY IP 3 o LA
COLONNINA IN FERRO * i 7

l Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
" pos. D ' NOTES
ESCRIPTION DESCRIZIONE NOTE
1 IRON COLUMN ASSEMBLY COLONNINA IN FERRO COMPLETA
2 . METAL RING (ALUMINIUM) . GHIERA (ALLUMINIQ)
3 . CAP (ORANGE COLOR) . CALOTTA (ARANCIONE)
4 . BULB {E27-220/110V-25W) . LAMPADA (E27-220/110V-25W)
5 . LAMP HOLDER . PORTALAMPADA .
6 . IRON BODY . GORPO IN FERRO
7 . PLUG (P/477302) . SPINA (P/477302)




X FZAVMEBERLA

AMUSEMENT RIDES MANUFACTURERS

ALUM!NIUM COLUMN
COLONNINA IN ALLUMINIO

TAB-A11.3

£d. 1-07-81 [




TAe-A11.3

ALUMINIUM COLUMN

0

I Ed. 1-07-81 COLONN INAIN ALLUM'NIO AMUSEMENT RIDES MANUFACTURERS
pos. - DESCRIPTION DESCRIZIONE NOTES
: ; NOTE

1 ALUMINIUM COLUMN ASSEMBLY COLONNINA [N ALLUMINIO COMP.

2 . COVERING (3-PARTS) . RIVESTIMENTO (3 PEZZ)

3 . FRAME . TELAIO

4 . NEON TUBE (20W-WHITE} . TUBO AL NEON (20W-BIANCO)
*5 . PLEXIGLAS . PLEXIGLAS
o6 . BALLAST (20W) . REATTORE {20W)

7 . PLUG (P/477302)

# Specify color and writing
# Specify voltage and frequency

. SPINA (P{477302)

# Specificare colore e scritta
e Specificare tensione e frequenza




e EERT T X
. COMPRESSORE (1? parte)

AMUSEMENT RIDES MANUFACTURERS Ed. 1-07-81

&




Tae-A12.1

COMPRESSOR (1st part)
COMPRESSORE (12 parte)

R YZANMBERIEA

[ Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
NOTES
POS. DESCRIPTION DESCRIZIONE . NOTE
1 SAFETY VALVE 174" SPECIAL VALVOLA SICUREZZA 114" SPEC.
2 ELBOW 1/4'" SPECIAL GOMITO M.F.1/4" SPECIALE
3 SCREW M10x 100 VITE TCCE M10x 100
4 SPRING WASHER ROSETTA
5 HEAD TESTA
6 SET OF GASK. AND VAL. FOR HEAD SERIE GUAR. E LAM. VALV. PERTE.
7 SET OF GASK. AND VAL. FOR COMPSERIE GUAR. E LAM. VAL. PER CO.
8 COUNTERPLATE CONTROPIASTRA
Bla SCREW M6 x 20 VITE TCCE M6 x 20
g VALVE BLADE HP LAMELLE VALVOLA AP,
0 SUCTION BLADE LP LAMELLA VALVOLA ASPIRAZ. B.P.
11 PLATE PIASTRA
12 SCREW M6 x 18 VITE TCCE MB x 16
13 CYLINDER CILINDRO
14 NUT Mo DADO M10
15 WASHER ROSETTA
16 GASKETGAP GUARNIZIONE CALOTTA
17 CAP CALOTTA
18 KNURLED NGAT DADQ ZIGRINATOQ
19 - CARTRIDGE CARTUCCIA
20 TIE-ROD TIRANTE
21 FILTER SUPPORT SUPPORTO FILTRO
. 22 SUCTICON FILTER S&T ASSIEME FILTRO
23 GASKET-CHECK VALVE GUARNIZIONE PER VAL. RITENUTA
24 SPRING MOLLA
25 ALUMINIUM GASKET GUARNIZIONE ALLUMINIO
26 NIPPLE 374 (IF SUPPLIED) NIPPLES 3/4" (SE MONTATO)
27 NYLON PIPE 6 x 4 TUBETTONYLON OB x4 A MT.
28 CONNECTORREL G x 178" AACCORDO RELGx1/8""
29 NON RETURN VALVE 347" VAI/OLA RITENUTA 3/4" ®
30 ELBOW 3{4" GOMITOF.&. /s
Kh| CONNECTOR RACCORDO
3z O-RING ANELLO OR
33 CONNECTION COFPER PIPE ° RACCORDO TUBQ.RAME
34 COPPER PIPE TUBO RAME
a5 PLASTICPIPE # 7 x 4 TUBETTO PLASTICA @ Zx 4
36 BLEED VALVE VALVOLA SCARICO
ar CONNECTION COPPER PIPE RACCCORDO TUBQ RAME
38 SEPARATOR SET (36-37-38) ASSIEME SEPARAT. (RrF” 358(37-34)
39 SCREW M8 x 20 VITE TCCE M8 x 20
40 WASHER 8 AOSETTAB
41 FLANGE FLANGIA
42 GASKET FLANGE GUARNIZIONE FLANGIA
43 IDLING DEVICE SETL P ASSIEME DISP. FUNZ. VUQOTO B.P.
43/a IDLING DEVICE SET HP ASSIEME DISP. FUNZ. VUOTO A.P.
44 COP. PLAT. STEELTUBE. B6x4x 175 TUBO ACCIAIO @ 6 x 4 x 175
45 T CONNECTOR1/8” RACCORDOAT1/8"
45 LOCK NUT CONTRODADO
47 SCREW MB x 12 VITETCCE Méx 12
48 MEMBRANE MEMBRANA
49 PISTON ASSEMBLY L P ASSIEMEPISTONCINQ B P
49/a PISTON ASSEMBLY H P ASSIEME PISTONGINO A P
50 SPRING MOLLA
51 SCREW M5 x 10 VITE STCE M5x 10
52 ALUMINIUM GASKET GUARNIZIONE ALLUMINIO
53 HEAD FOR IDLING TESTAPERF.V.
54 CARTRIDGE GASKET GUARNIZIONE PER CARTUCCIA
55 CARTRIDGE CARTUCCIA FILTRO
56 CAP CALOTTA FILTRO
57 SUCTION FILTER SET ASSIEME FILTRO




' TAB. p 4
% ZAM|PE.|RLA COMPRESSOR (2nd part) Tav.A12.2
0g® Vo VU A ? " COMPRESSORE (22 parte)

AMUSEMENT RleS MANUFACTURERS Ed. 1-07-81

SERIAL NUMBER

NUMERO DI SERIE




TAB.
TAV. L1
Ed. 1-07-81

LIGHT STRIPS - LAMPS
STAGGIA - LAMPADINE

O YZANMBERIA
... o \ IR\ o
AMUSEMENT RIDES MANUFACTURERS




# To be supplied in feet, max
lenght 16 Ft
® Specily colar

Tav. L1 LIGHT STRIPS - LAMPS 8% z AM|PE{RL /i\
STAGGIA - LAMPADINE o ;
| £d. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
NOTES
POS. DESCRIPTION DESCRIZIONE NOTE
* 1 LIGHT STRIP STAGGIA
2 LIGHT STRIP END . TERMINALE STAGGIA
s 3 LAMP HOLD. WITH CAP SUN. (101} PORTALAMP. ACALOT. COM. (101)
* 4 . PLASTIC CAP ASSY . CALOTTA PLASTICACOMPLETA
5 . LAMPHOLDER ASSY . PORTALAMPADA COMPLETA
* 5, LAMP HOLD. WITH CAP-ST (99) PORTALAMP. A CALOTTA COM. (99)
o 7 . STARLITE CAP . CALOTTA
8 . STARLITE LAMP HQOLDER . PORTALAMPADA
® 9 LAMP HOLD. WITH CAP (10075) PORTALAMP. CALQT. COM. {(10075)
*10 . PLASTIC CAP . CALOTTA PLASTICA
11 . LAMP HOLDER ASSY . PORTALAMPADA COMPLETO
12 LAMP HOLD. WITH CAP (10065) PORTALAMP. CALOT. COM. (10085)
e13 . MONGLOW CAP ., CALOTTA
14 . MONGLOW LAMP HOLDER . PORTALAMPADA COM.
15 A BULB (24V-3W-E14) LAMPADA (24V-3W-E14)
158 BULB924V-0W-E14) LAMPADA (24V-3W-E14)
15C BULB (BOV-8W-E44) LAMPADA (60V-8W-E14)
15D BULB (60VAOW-E14) LAMPADA (60V-10W-E14)
15 E BULB (110V-3K-£14) LAMPADA (110V-3K-E14) ’
15F BULB (220V-3K-E14) LAMPADA (220V-3K-E14)
16 A BULB (24V-3W-E10) LAMPADA (24V-3W-E1Q)
16 B BULEB (24V-4W-E10) LAMPADA (24V-4W-E1Q)
16 C BULB (60V-3W-E10) LAMPADA (60V-3W-E10)

% Farnfibile in metri, lunghezza
massima mt. 5
e Specificarecolore




0q L; R TAB.
SHZAMBERITA LAMPS L2
® ] o TAV.
o8 (N VN[V )8 LAMPADE
AMUSEMENT RIDES MANUFACTURERS Ed. 1-07-81 ]
1
2
3

SEE TAB. L1 pos. 15

VEDI TAV. L1 pos. 15

/.[ED
Z’h
18]

SEETAB. L1 pos. 16 .
VEDITAV. LT pos. 16




Y/ AVIBERIA

TAB.
Tav, L2 LAMPS
Ed. 1-07-81 LAMPADE AMUSEMENT RIDES MANUFACTURERS

POS. DESCRIPTION DESCRIZIONE gg;’gs

1 NEON TUBE (20W-LENGHTH 60)  TUBO NEON (20W-LUNGO 60}

1 NEON TUBE (40W-LENGHTH 120)  TUBO NEON {40W-LUNGO 120)

2 NEON TUBE (SLIM-LENGHTH 120) TUBO NEON (SLIM-LUNGO 120

2 NEON TUBE (SLIM-LENGHTH 180) TUBO NEON (SLIM-LUNGO 180)

2 NEON TUBE (SLIM-LENGHTH 240) TUBG NEON {SLIM-LUNGO 240)

3 ROUND NEON TUBE (32W) CIACOLINA (32W)

4 BALLAST (20W) REATTORE (20W)

4 BALLAST (32W) REATTORE (32W)

4 BALLAST (40W) REATTORE (40W)

4 BALLAST (1% 72-T12) REATTORE (1 x 72-T12)

4 BALLAST (2 x 96-T12) REATTORE (2 x 96-T12)

5 TORPEDOQ LAMP HCOLDER FORTALAMPADA A SILURQO

6 BUPB24V-21W-573) LAMPADA (24V-21W-573)

7 LAMP HOLDER WITH BASE (B13)  PORTALAMPADA CON BASET. {813}

8 BULE (24VBW-774)" LAMPADA (24V-5W/-774)

9 BULE (24v3w1203) LAMPADA (24V-3W-1203)
10 TORPEDG LAMP l24v-5W) LAMPADA A SILURO (24V-5W)
10 LAMPADA A SILURG {12V-5W)

TORPEDO LAMP (12V-5W)




8% /)i VIBERIYE SUBJECTS (Comun parts) T4B-81.1
L 7 2 SOGGETTI (Particolari comuni)
AMUSEMENT RIDES MANUFACTURERS Ed., 1-07-81 | -

SEETAB. L1

‘ VEDI TAV. L1




. L
Tav. S1.1 SUBJECTS (Comun paris) 984 VY 0 EL [
SOGGETTI (Particolari comuni) ®
[ Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
NOTES
POS. DESCRIPTION DESCRIZIONE NOTE
* 1 CONTROL HANDLE ASSEMBLY LEVA DI COMANDO COMPLETA
2 . HAND GRIP (& 26) . MANOPOLA (@ 20)
3 . RUBBER-GUARD. MICRO SWITCH . MICROCONTATTQ - SOTTOGOM.
* 4 . LEVER RETURN SPRING . MOLLA RICHIAMO LEVA
5 HANDLE (M$ 132) MANIGLIA (MS$ 132)
X 6 NUMBER (INOX) NUMERI (INQX)
* 7 BELT ASSEMBLY CINGHIA COMPLETA
%* 8 . SAFETY BELT . CINTURA DI SICUREZZA
9 . SPRING CATCH . MOSCHETTONE
#*10 MACHINE-GUN ASSEMBLY MITRAGLIA COMPLETA
1 . PIN . SPINA .
12 . COTTERPIN . SPINA A MOLLA
13 . HAND'GRIP (O 20) . MANOPOLA (Q 20)
14 . PUSHBUTTON . PULSANTE
15 . MACHINE-GUN SUPPCRT . SUPPORTO MITRAGLIA
16 CANOPY#SSEMBLY TETTUCCIC COMPLETQ
.17 . FIBER CANOPRY . TETTUCCIO IN FIBRA
018 . CANQPY SUPP@RT . SUPPORTO TETTUCCIO

# Specify subject

X Specify number

® Specify coiar

(3 Specify ride type, color and subject

* Specificare soggetto

% Specificare numero

e Specificare colore

0O Spegificare giostra, soggetto e colore




:.: Ve 0 o ! SUBJECTS (Comun parts) ¥QS:S1.2
® e ? SOGGETTI (Particolari comuni)

AMUSEMENT RIDES MANUFACTURERS

Ed. 1-07-81 l




Tav. 51.2

.
SUBJECTS (Comun parts) - -4 M 1R
SOGGETTI (Particolari comuni)

I £d. 1-07-81 AMUSEMENT RIDES MANUFACTUREHS '
: NOTES

POS, DESCRIPTION DESCRIZIGNE NOTE
1 PUSHBUTTON ASSEMBLY PULSANTE COMPLETO

2 . PLATE (iNOX) . PIASTRINA (INOQX)

3 . PUSHBUTTON (013) . PULSANTE (013}

4 SOUND SWITCH INTERAUTTORE SUONO

5 BRIDGE RECTIFIER PONTE RADDRIZZATORE

& HORN ASSEMBLY (RCF) TROMBA COMPLETA {RCF)

7 . DIAPHRAM . MEMBRANA

8 RUNNING LIGHT MOTOR {100W] RINCORSA LUGH {100W)

9 . FUSE (8,3A-5x 20) . FUSIBILE (6,3A4-5 x 20}
10 SOUND ASSEMBLY SUONO COMPLETO

11 TAP GURRENT {7 POLES) PRESA (7 POLI)

12 SOUND BOARD CIRCUITO SUQNO
13 FLASHER (25W-24V) INTERMITTENZA (25W-24V)

PLUG (POLES 7)

SPINA (7 POLI}




% %M( D 0 1 GOLDRAKE TAB.
00 2 M B 2 S2

TAV.
GOLDRAKE
AMUSEMENT RIDES MANUFACTURERS

Ed. 1-07-81

SEETAB.S51.2
VEDITAV. 51.2

=

5____,_.———(?
SEETARB. L1
VEDI TAV. L1

SEETAB. 51.1
VEDI TAV. 81.1




% Specify color

TAB.
Tav. 92 GOLDRAKE 8% 7/, MBEEE
GOLDRAKE t z
I Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
PQS. DESCRIPTICN DESCRIZIONE :gigs
1 APPIA TAIL LIGHT FANALING COMPLETO
2 . BULB (B13-24V-5W) . LAMPADA (B13-24V-5W)
a . PLASTIC CAP (ORANGE COLOR) . CAPPUCCIO PLASTICA (ARANCIO)
s 4 ARM BRACCIO
5 HANDRAIL CORRIMANO
* b6 HEAD ASSEMBLY TESTA COMPLETA
7 BOTTOM FONDO
8 FRONT SEAT SEDILE ANTERIORE
s 9 ARM ASSEMBLY BRACCETTQ COMPLETO
140 TORPEDO LAMP (24V-5W) LAMPADA SILURO {24V-5W)
11 LIGHT (RED) FANALE (ROSSO)
12 REAR SEAT SEDILE POSTERIORE
* 13 PLEXIGLAS CAP CUPOLA PLEXIGLAS
14 BULB (24V-3W-E10) LAMPADA (24V-3W-E10Q)
15 LAMP HQLDER PORTALAMPADA
16 PARABOLA ASSEMBLY PARABOLA COMPLETA
®17 ROTARY BLADE HOLDER ARM BRACCETTOC PORTALAMA ROTAN.

* Specificare colare

e Specify whether {eft or righit'and coler # Specificare se destro o sinistro e calore




T TR T WL T P
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AMUSEMENT RIDES MANUFACTURERS
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APE

Tav. S3

Ed. 1-07-81 [




Tav. S3

0% [; o} oo
Y AVICERTA
APE
l Ed. 1-07-81 AMUSEMENT RIDES MANUFAGTURERS
POS. DESCRIPTION DESCRIZIONE :gIES
BOTTOM FONDO
WING (LEFT) ALA {SINISTRA}
WING (RIGHT) ALA (DESTRA)
SPRING MOLLA
ROUND LIGHT FANALINO ROTONDO

= OO~ ;UM e G RN—-

-

. BULB (B9-24V-3w) 1203
PAINTED BODY
COTTER PIN

HANDRAIL

SEAT

TAIL LIGHT

. LAMPADA (B9-24V-3W) 1203
SCOCCA VERNICIATA

SPINA A MOLLA
CORAIMANO

SEDILE

FAMALINO CODA COMPLETO




SZANIBERTA ELEPHANT T S4

AMUSEMENT RIDES MANUFACTURERS Ed. 1-07-81

SEETAB. §1.1
VEDI TAV. §1.1

SEE TAB. L1
VEDI TAV. LT




. )
Tav. 4. ELEPHANT Ity RIVIRRE: R LA
"ELEFANTE
[ £d. 1-07-81 AMUSEMENT RIDES MANUFACTURERS ’
NOTES

POS. DESCRIPTION DESCRIZIONE NOTE

1 FIBERHEAD TESTA IN FIBRA

2 SEAT SEDILE

3 BODY 3C0OCCA

4 SUPPORT ASSEMBLY SUPPORTO COMPLETO

5 . SUPPORT . MECCANISMO SUFPORTC

6 . SPRING . MOLLA




% AIRPLANE (P4) TAB. gg
%® (Ve t\lj 9 § ? ' AEREO (4P) :

AMUSEMENT RIDES MANUFACTURERS £d.1-07-81

SEETAB.S1.1

/' VEDITAV, 1.1




#* Specify color

#Spegificare colore

Tav. S5 AIRPLANE (P4) e b/ VIRERI®
AEREO (4P) e 2 2
l Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
POS, DESCRIPTION DESCRIZIONE ﬁg;gs
1 REAR SEAT. SEDILE POSTERIORE
2 FRONT SEAT SEDILE ANTERIORE
3 WINDSHIELD PARABREZZA
4 BRACKET SQUADRETTA
5- HEADLIGHT FRAME CORNICE FARO
6 HEADLIGHT PLEXIGLAS PLEXIGLAS FARO
7 TORFPEDO BULB LAMPADA SILURO "
8 FARABOLA PARABOLA
* 9 80DY SCOCCA
*10 TAIL ASSEMBLY * CODA COMPLETA
11 . TAIL CLAMPING STUD BOLT . VOLANTINO FISSAGGIO CODA
12 . SIDELAMP . FANALINO LATERALE
#13 . Taul . CODA
14 . ARPIA TAIL LIGHT . FANALING COMPLETO
15 . BUCB (813.5W-24v) . LAMPADA {B13-5W-24V)
16 . APPIA LENSE .. CALOTTA
17 LAMP-LEARTRED) FANALINOD - LEART (ROSSO)
18 . BULB (B13-5W-24V) . LAMPADA {B13-5W-24V)
19 . CUP (RED) . CALOTTA (ROSSA)
20 MCLDING (INOX} MODANATURA (INOX)




2

AMUSEMENT RIDES MANUFACTURERS

SHADO
SHADO

Tav. S6

Ed. 1-07-81

SEETARB.S1.1
VEDITAV. 511




@, 7 R
SHADO 2 ZANMBERIA
SHADO
J Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
POS. DESCRIPTION DESCRIZIONE NoOTES
1 AEAR SEAT SEDILE POSTERIORE
2 BOTTOM FONDO
3 WINDSHIELD PARABREZZA
4 FRAME (INOX) PLACCA (INOX)
5 MESH-TYPE PLEXIGLAS (WHITE}  PLEX. RETICOLATO (BIANCO)
6 TORPEDO LAMP (24V-5W) LAMPADA SILURO (24V-5W)
7 REAR PLEXIGLAS PLEXIGLAS POSTERIORE
8 APPIA TAIL LIGHT FANALINO COMPLETO
9 . BULS (B13-24V-5W) . LAMPADA (B13-24V-5W)
10 . APP{A LENSE . CALOTTA
# 11 BODY SCOCCA

* Specify calor

#* Specificare colare




i g
O [
T 2R ER Y e
DISCO VOLANTE (4P)
AMUSEMENT RIDES MANUFACTURERS Ed. 1.07-81 !

« SEETABCS1.1
VEDI TAV. 5141

20




Y
TAB.
TAV. 87

®
FLYING SAUCER (P4) :.3 VLE f‘l
DISCO VOLANTE (4P) ‘
I Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
POS. DESCARIPTION DESCRIZIONE :g;gs
1 REAR SEAT SEDILE POSTERIORE
2 FRONT REAT SEDILE ANTERIORE
3 BOTTOM FONDO
4 INNER GUARD RIPARO DI SICUREZZA INTERNO
5 MASK (INOX) MASCHERONE (INOX)
6 PLEXIGLAS (WHITE) PLEXIGLAS {BIANCO)
7 TORPEDO LAMP (24V-5W) LAMPADA SILUROQ (24Vv-5W)
a WINDSHIELD PARABREZZA
9 BRACKET (ALUMINIUM) SQUADRETTA (ALLUMINIO)
10 MACHINE - GUN MITRAGLIA
#*11 BCDY SCOCCA
i2 RING NUT GHIERA
13 CUP {ORANGE COLOR) CALOTTA (ARANCIONE)
14 BULBW(B13-24V-10W) LAMPADA (B13-24V-10W)
15 LAMP HOLDER (B13) PORTALAMPADA (B13)
16 FLASHER (24V-25W) INTERMITTENZA (24V-25W)
17 ROTATING LAMP ASSEMBLY LAMPADA ROTATIVA COMPLETA
18 . BULB (24V-20WWhg13) . LAMPADA (24V-20W-B13)
19 REAR LIGHT FANALE POSTERIORE
20 APPIA TAIL LIGHT FANALINO COMPLETQO
21 . BULB (B13-24v-25w) . LAMPADA (B13-24V-25W)
22 . APPIA LENSE . CALOTTA

¥ Specify color

* Specificare calore




YZANIPERER

AMUSEMENT RIDES MANUFACTUREHNS

RED BARON
BARONE ROSS0

TAB. ¢
TAV.. 88

Ed. 1-07-81

1

SEETAB.51.2
VEDITAV. §1.2

SEETAB. U1
VEDI TAV. L1




TAB. Sy [, =
Tav. S8 RED BARON =o= ZAM'PE"RLA
BARONE ROSSO
] Ed. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
POS. DESCRIPTION DESCRIZIONE :8;55
o1 GATE (INOX} CANCELLO (INOX)
* 2 UPPER WING ASSEMBLY ALA SUPERIORE COMPLETA
#* 3 LOWER WING ASSEMBLY ALA INFERIORE COMPLETA
4 . SIDE LAMP . FANALINO LATERALE
5 . TORPEDO LAMP (24V-5W) . LAMPADA A SILURO {24V-5W)
* 6 MASK ASSEMBLY MASCHERONE COMPLETO
7 COTTER PIN PERNO DI BLOGCAGGIO
8 SPRING PIN SPINA A MOLLA
¢ g TIE ROD TIRANTE
10 LOCKING PIN PERNQ DI BLOCCAGGIO
11 FOOT BOARD (INOX) PREDELLING {INOX)
%12 80DY SCOCCA
%13 TAIL CODA
14 FRONJSEAT SEDILE ANTERIORE
15 REAA SEAT SEDILE POSTERIORE

TAILCLAMPING STUD BOLT

® Specify whether left ar right
#* Specity color

VOLANTINO FiSSAGGIO CODA

® Specificare se destro o sinistro

#*Specificare€olere




- S2ZAMBER LA RED BARON TAE- 58
.0 - e TAV.
RPLAY. ] BARONE ROSSO

AMUSEMENT RIDES MANUFACTURERS Ed. 1-07-81

—-—._.___4

%5
&

4

¥

SEE TAB. §1.2
SEE TAB. L1 \i:
VEDI TAV. L1

VEDITAV. §1.2




Ed. 1-07-81

RED BARON
BARONE RQSS0O

&g {; R
XS AAVIRERIY

TAIL GlAMPING STQD BOLT

® Specify whether leftar right
¥ Specify color

NOTES
DESCRIPTION DESCRIZIONE NOTE
.1 GATE (INOX) CANCELLO (INOX)
* 2 UPPER WING ASSEMBLY ALA SUPERIORE COMPLETA
* 3 LOWER WING ASSEMBLY ALA INFERIORE COMPLETA
4 . SIDE LAMP . FANALING LATERALE
5 . BULB (E10-24V-3W) . LAMPADA (E10-24V-3W)
% 6 MASK ASSEMBLY MASCHERONE COMPLETO
7 . COTTER PIN PEANQ DI BLOCCAGGIO
8 SPRING PIN SPINA A MOLLA
* 9 TIE ROD TIRANTE
10 LOCKING PIN PERNQ DI BLOGCAGGIO
11 FOOT BOARD (INOX) PREDELLINOG {INOX)
*12 BOOY SCOGCA
%13 TAIL CODA
14 FRONFSEAT SEDILE ANTERIORE
i5 AEAR SEAT SEDILE POSTERIORE

VOLANTINO FISSAGGIO CCDA

¢ Specificare se destro o sinistra
%* Specificare colore

AMUSEMENT RIDES MANUFACTURERS




ZAMEERLA

AMUSEMENT RIDES MANUFACTURERS

HELICOPTER
ELICOTTERO

TAB. @
Tav. 99

Ed. 1-07-81 |

SEETAB.L2
VEDITAV.L 2 2———1




@
| TAB- 89 HELICOPTER oed /AN 3 1) Iy
ELICOTTERO '
l €d. 1-07-81 AMUSEMENT RIDES MANUFACTURERS
POS. CESCRIFTION DESCRIZIONE Eg;gs
1 PAOPELLER ASSEMBLY GRUPPO ELICA
2 . CUP (ORANGE COLOR) . CALOTTA (ARANCIONE)
3 . SUPPORT . SUPPDRTO
4 . RUBBER BLADE . PALA IN GOMMA
% 5 TAIL LIGHT CALOTTA
* 6 GASKET GUARNIZIONE
a7 COVER PLEXIGLAS PLEXIGLAS BOMBATO
8 - SAFETY SECTIONS (PAIR) TRAVERSI DI SICUREZZA (COPPIA)
9 RIM CORNICE
10 PLEXIGLAS (WHITE) PLEXIGLAS {BIANCO)
11 TORPEDO LAMP (24V-5W) LAMPADA SILURO (24V-5W)
12 BOOY SCOCCA
13 STEERING WHEEL SUPPORT SUPPORTO VOLANTINI
14 DASHB@ARD PLANCIA
15 STEERING WHEEL (150) VOLANTING (150)
16 ROUND LIGHT FANALINO
17 BULB (E9924V-3W) 1203 LAMPADA (E9-24V-3W) 1203
18 RADIATOR RADIATORE
*19 INNER GASKET GUARNIZIONE INTERNA
20 SAFETY LOCK ASSEMBLY CHIUSURA DI SICUREZZA COMPL.
21 TAIL LAMP ASSEMEBLY FANALING COMPLETO
22 . PLASTIC CAFP . CALOTTA
23 . TORPEDO LAMP (E10-24¥-3W) - LAMPADA A SILURQ (E10-24V-3W)
24 REAR PROPELLER PIN PERNO ELICA POSTERIORE
25 REAR PROPELLER ELICA POSTERIORE
26 BOTTOM EQNDO
27 SLIDE SLITTA
28 PLASTIC PLUG TAPRO IN PLASTICA
* 29 FRONT SEAT SEDILEANTERIORE
30 AEAR SEAT SEDILE/FQSTERIORE

%*To be supplied in meter
Specity colar shade

¥ Specify whether orange or red
® Specify whether left or right

#* Fornibile in metri
C3Speciticare tonalita

% Specificare se rosso 0 arangio
# Specificare se destro o sinistro




ZANBERI:A

AMUSEMENT RIDES MANUFACTURERS

PETER PAUL DRAGON
DRAGHETTO PIERPAQLO

A2 510

Ed.2.07.83 [ -




... AU D 0 '

B.
Tav: 810 PETER PAUL DRAGON oS H! 0
DRAGHETTO PIERPAOLO ?
Ed. 2.07.83 . AMUSEMENT RIDES MANUFACTURERS Q
NOTES

DESCRIPTION DESCRIZIONE NOTE

1 1 80DY ' SCOCCA

1 2 BOTTOM FONDO

: 3 SEAT SEDILE

k- 4 AUBBER PAD TAMPONI GOMMA

] 5 LAMP (RED) LAMPADA (ROSSA)

6 LAMP-LEART (RED) FANALINO LEART (ROS5S0)

3 7 . CUP (RED) ' . CALOTTA (ROSSA)

4 B . BULB (B13-24V-5W) . LAMPADA (B13-24V-5W)

9 ROUND LIGHT FANALINO ROTONDO

3 10 . BULB {B9-24V-3W) 1203 . LAMPADA (B9-24V-3W) 1203

LIRS S LY T

FONVIT AR




O ZANEEREA

AMUSEMENT RIDES MANUFACTURERS

LADY BUG
COCCINELLA

Tav. S11

Ed. 2.07.83




Tav. 81

TORPEDO LAMPHOLGER

..O 7 Rh 0
LADY BUG o @ / 1/} .,IP H o A
L COCCINELLA
[ Ed. 2.07.83 AMUSEMENT RIDES MANUFACTURERS
NOTES
POS. DESCRIPTION DESCRIZIONE NoTE
1 BODY SCOCCA
2 SEAT SEDILE
3 BOTTOM FONDO
4 MAT CAPPELLO
5 RUBBER PAD TAMPONI GOMMA
6
7

TORPEDQ LAMP (24V-5W)

PORTALAMPADA A SILURO
LAMPADA A SILURO (24V-5W)
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AMUSEMENT RIDES MANUFACTURERS
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Tav. S12. | SPACE COMMUTER 608 /Y3 AU T oY QY bY3\
: ovo |
[ ] Ed. 2.07.8i‘ AMUSEMENT RIDES MANUFACTURERS —
POS. DESCRIPTION DESCRIZIONE :gigs
*1 BODY SCOCCA
2 SEAT SEDILE
2 COVER PLEXIGLAS PLEXIGLAS BOMBATO
4 BOTTOM FONDO
5 SLIDE SLITTA
<] PLEXIGLAS COVER COPERCHIO IN PLEXIGLAS
7 PLEXIGLAS COVER CQPERCHIO IN PLEXIGLAS
8 PLEXIGLAS COVER COPERCHIQ IN PLEXIGLAS
9 PLEXIGLAS COVER COPERCHIO IN PLEXIGLAS
10 PLEXIGLAS COVER COPERCHIO IN PLEXIGLAS
11 PLEXIGLAS COVER COPERCHIO IN PLEXIGLAS
12 PLEXIGLAS COVER COPERCHIO IN PLEXIGLAS
13 TORPEDO LAMPHOLDER PORTALAMPADA A SILURO
14 TORPEDO LAMP {24 V-5W) LAMPADA A SILURO (24V-5W)
15 ROUND LIGHT FANALINO ROTONDO
i6 . BULB (B8-24V-3W) 1203 . LAMPADA {Bg-24V-3W) 1203
17 BULE (24Vv-3W-E14) LAMPADA (24V-3W-E14)}
18 LAMPHOLDER WITH CAP{10075) PORTALAMP. CALOT. COM. (10075) =
19 STEERINGWHEEL (150) VOLANTINO {150) ‘ .
20 PLASTICERLUG TAPPO IN PLASTICA

3S]
jary

PLASTIC PLUG

# Specify color

TAPPO IN PLASTICA

# Specificare colore






